DIN EN 16382:2017-01 (E)

Thermal insulation products for building applications - Determination of the puli-
through resistance of plate anchors through thermal insulation products

Contents Page
EUropean fOr@WORId ............iiiiiiiiiccisineere s sssssssseee e s e s s s s s s s s e e e eesa s s s ams s e e e e e san s amneeeeeesanssssnmnnneenessnsssnnennesnnnnn 3
1 8T o o1 4
2 Normative referenCes ... s 4
3 Terms and definitioNs ... 4
4 a1 e o [ 4
5 Y o o 2= = 1 {0 SR 4
6 B I3 5 o1 o3 1 4 =T o PSS 7
6.1 Thermal insulation product and anchor position .........cccccccicii 7
6.2 Preparation of the test SPECIMENS ..o ———————— 8
6.3 Number of test SPECIMENS ... ————— 9
7 Yo=Y o T S 9
71 IS5 o 4 e [T 3 9
7.2 Attachment of the test specimens to the tensile testing machine ..........ccccoveeciirrcccnnnccceeenns 9
7.3 B IC=E53 A e = L1 12
8 Calculation and expression of reSults .........ccccccccciciiniicccccserrrr e 12
8.1 Failure 10ad ..o 12
8.2 Pull-through resistance F5 % ......ccccouiiiiiniiiininiierr s s e 13
8.3 Determination of the mean breaking cone ... —— 14
9 LIS 3 8 (= X o Y o 14



		2026-07-19T02:30:01+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




