ISO 20567-1:2017-01 (E)

Paints and varnishes - Determination of stone-chip resistance of coatings - Part 1:
Multi-impact testing

Contents Page
0T =T o iv
011 o o 11 o2 4 T o P \'
1 S o o o - 1
2 NOIrMAative referenCes ........ e 1
3 TermsanddefinitioNs ... e e s nn e e e e nnmn e e e e e e aan 1
4 T T3 1 oSS 1
5 Y o o = 1 = 1 {0 SR 2
6 =Y =Y o - - 3
7 IS5 T 10 1= 4
71 ST 0] X3 1 - |- 4
7.2 Preparation and Coating ........ccccceimiiii i —————— 4
7.3 Thickness Of COAtING .....cocccciiirciii i s s e e sme e e sme e sssame e e s mn e e ensmnnennnnns 4
8 g 0T 7= o 11 ] 4
8.1 Conditioning of the test panels ... e nnes 4
8.2 TeSt CONAILIONS ..o s e e e s e e nns 4
8.3 Projection of grit ... ——————— 4
9 Y=Y 11T 11 oY TP 5
10 (= o2 1= oY o 5
101 Repeatability limit, I ... e 5
10.2 Reproducibility limit, R ... 5
1 =53 38 0= o T 6
Annex A (informative) Examples of suitable procedures for removing loose paint .........cccccccrrvriicnnne 10

Annex B (informative) Recommended procedure for calibration of test apparatus (examination of
the damaged area) ... ————— 1



		2024-05-05T03:23:27+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




