DIN EN ISO 29766:2023-02 (E)

Thermal insulating products for building applications - Determination of tensile
strength parallel to faces (ISO 29766:2022)

Contents Page
DT o =T T4 I T =TT o o 3
0T =NV o S 4
1 8T o o1 5
2 VLo T 0B LY =T =Y =] =) o Lo =Y S 5
3 TermsanddefinitioNs ... e 5
4 T e 5
5 /2N o 0T T -1 U 6
6 B I3 A 01T o3 1 4 1= o SR 6
6.1 Dimensions of test SPECIMENS ... s s 6
6.2 Number of test SPECIMENS ... —————— 7
6.3 Preparation of test SPeCIMENS ... ————————— 7
6.4 Conditioning of test SPECIMENS .......coiiiiiiiicir e ————— 7
7 T o= LT - S 8
71 IS5 o 4 e [T 0 8
7.2 QL= A o e e =T L1 8
8 Calculation and expression of reSUlts ........ccccccoivcccciiriii s nnes 8
9 Accuracy of MEASUIrEMENT .........coiiccciciciiririi e e s s s sssm s e e e e e s s s s ssmne e e e e s s s s s s smnnn e e e eesnnsnnmnnnnees 8
10 B I3 8 =] oo o 9



		2024-06-03T12:26:59+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




