DIN EN 1793-2:2026-07 (E)

Road traffic noise reducing devices - Test method for determining the acoustic
performance - Part 2: Intrinsic characteristics - Airborne sound insulation under
diffuse sound field conditions

Contents Page
[T o =T T4 I 0] =TT o o 3
L o T LT o N 5
1 S o o o - 7
2 Normative references ... —————————————— 7
3 Terms and definitionNs ... ————————————— 7
4 Symbols and abbreviations ... ——————————————————— 8
5 Test specimen arrangement ... ————————————— 9
6 Test procedure and evaluation ... ————————— 11
6.1 TeSt MEthOd ... ———————— 11
6.2 Single-number rating of airborne sound insulation, DLR .........cccccccinnimmnnnnsnsenen, 11
6.3 EXPression of reSUlLS ... s 1
7 Measurement UNCErtainty ... 1
8 B IS5 8 (= oo Y PSSR 12
Annex A (informative) Guidance note on the use of the single-number rating DLR ..........c..cococcnnnnneen. 13
Annex B (normative) Measurement uncertainty ...........cccccciomiiiiisni e ——— 14
Annex C (normative) Test report template ..o ———— 16
7] o1 o =T ] 13/ 22



		2026-07-24T07:26:19+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




