ISO 9177-1:2016-10 (E)

Mechanical pencils for technical drawings - Part 1: Classification, dimensions,
performance requirements and testing

Contents Page
0T =T o iv
1 8T o o1 1
2 Normative referenCes ... 1
3 Terms and definitions ... 1
4 L0 F= TS 1T 1T o 1
5 D 1] 4 =T L= T o o . 5
5.1 Vo 4T F= T e 1 T4 =Y - 5
5.2 Bore size of guide pipe (mechanical pencils of push-type F and screw-type S) ........cccccuceun. 5
5.3 Outer diameter of guide PIPe ... ——————————— 6
6 Performance reqUIremMeNnts ... s s 6
6.1 = T o N 6
6.2 Clamping force (mechanical pencils of push-types F and L) ........coocccoimiiiiiiccciieeeees 6
6.3 Lead position relative to spiral clearance (mechanical pencils of screw-type S) ..........cccceun. 6
7 =53 T T 6
71 7= o =1 - | 6
7.2 Clamping force (mechanical pencils of push-types Fand L) ........ccccccommiirinccccccceeeeene s 6
7.3 Lead position relative to spiral clearance (mechanical pencils of screw-type S) ........cccccce.... 7
8 DeSIgNAtioN .....coiiiieiii i 7



		2024-04-29T00:57:51+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




