DIN EN 17618:2022-01 (E)

Adhesives - Wood-to-wood adhesive bonds for non-structural applications - Determ
ination of shear strength by compressive loading

Contents Page
[T o oY== 4 T8 o] =NV o o S 3
L o T 11T o) o S 4
1 £ T o o1 5
2 Normative referenCes ... s 5
3 Terms and definitioNs ... s 5
4 [ T e 6
5 1T 1 -1 /OSSR 6
6 Y o o 2= T = 1 {0 SR 6
6.1 Linear measuring deVICEe ........iuiiiininiriiiis s s 6
6.2 Testing MACKINEG ... ——— 6
7 o T o= LT - S 7
71 Preparation of bonded assemblies ... —— 7
711 (7= 1= - 1 Y 7
71.2 JLIC= 53 9T 7= o3 1 1 1= o 7
71.3 Preparation of test BIOCKS ... smn e e s s nmne e s e s mnmn e e 7
7.2 Conditioning Of test BIOCKS ........ceiiiiiiiiicicccirr e ssssr e ssmr e e e e s samnn e e e e s e n e nnnn 9
7.3 (o (=T o =1 2= 1T g e =] o T=T o315 1= TSNS 9
7.4 g o7 =Y o 1] - 9
8 EXpression of results ... —————— 1
8.1 Shear Strength ... ———————————— 1
8.2 Wood failure percentage ... ——————_— 12
9 JLICET3 (=1 Yo 12
Annex A (normative) Information required prior to testing ........ccccvireecrrir e 13
Annex B (normative) Timber species, surfaces, quality and moisture content .........cccccceeeccciecrrnnnnne. 14
B.1 BT 0] 2= ] o L= e 1o SR 14
B.2 Timber quality and SUrface ... ——————— 15
B.3 Timber moisture content ... e 15
[ T] o [T - o )/ 17



		2024-04-26T16:47:41+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




