DIN EN 16329:2013-07 (E)

Diesel and domestic heating fuels - Determination of cold filter plugging point -
Linear cooling bath method

Contents Page
0= o 3
1 £ o - PSP 5
2 NOIrMAtive refErEeNCEeS ... s s e e mnn e nas 5
3 Terms and defiNitioNS ...t n s n s n s nnnnnnn 5
4 T T 1 o 6
5 Reagents and materials ..o —————_— 6
6 Y o] 0T T -1 U 6
7 £ =T 1] o113 T [ S P 14
8 Preparation of the test SAMPIe ..o 14
9 Preparation of apparatus ... 14
10 oY o= o L] PP 14
1 Calibration ........cooiiiiiiiii e rereneeeneesnsssmsssssssssssSsSsSsSsssssssssssesesssssessseseesenes 15
11.1 =Y o = | 15
11.2 Thermometers calibration ... ———— 15
11.3 L0 oo 14 Ve T L 1 S 15
1.4 B T LT 4T 15
12 EXPression Of reSUILS .......ccoiiicciiiiiiiii i ccceerr s e e s s s ssms e e e s s smn e e e e e e s e s mmnne e nn s s snnnns 15
13 PreCIiSION ... ————————————————————— 16
13.1 L€ 1Y 7= - | PP 16
13.2 Repeatability ... ———————— 16
13.3 ReProduCibility ....cccceeiicieiiiiiiiriirs i ———————— 16
14 TESE FEPOIT ... s s s s ssssssssssssssssssssssssssnnnsnsnnnnnnnnnnnnnnn 16
Annex A (normative) Thermometer reqUIremMeNts ......c.ccccvicccciccermriininsscssssere e s s s sss s sssssesesssssssssssssnesenssanes 17
=1 o7 [T Yo | = T o 137/ 18



		2026-07-12T03:45:41+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




