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Preparation, utilization, and sorting accuracy requirements for recycled autoclaved
aerated concrete

Contents Page
0 T o o 3
L oo LT T S 4
1 5 o o o - SRS 5
2 NOrMative referenCes ... 5
3 Terms and definitions ... ————————— 5
4 Life cycle and recycling routes .........cccccmiiiimiminisis s s 6
5 Requirements for the purity of autoclaved aerated concrete waste or recycled

autoclaved aerated CONCIete ..........cccceririirrinnr - 8
6 Quality inspection and acceptance conditions ..........cccciiiiicirinrcccr s 8
7 Processing into recycled autoclaved aerated concrete ...........ccccviiiiiiiinese e 8
8 Analytical methods and sampling ..o ———————— 9
9 Maximum values of the eluate and solids parameters (environmental parameters) .............. 9
10 Further requirements (technical parameters) ..........ccccovrooeriircccrnrrcsrr e 10
7] o1 o =T ] 13/ 12
Figures Figure 1 -- Closed-loop recycling of autoclaved aerated concrete ..........cccoocmrrrrriirccccsceeneennnn. 7

Tables Table 1 -- Requirements for the purity of autoclaved aerated concrete waste or recycled
autoclaved aerated CONCIELe ... s smn e e e s s s mmene s e nnan 8

Table 2 -- Maximum values of the eluate and solids parameters ... s 10

Table 3 -- Further technical requirements and acceptance conditions ...........c.cccceoiemiiiiicccicccnnneeeee 1



		2026-08-07T01:57:03+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




