DIN 12924-3:2011-01 (E)

Laboratory furniture - Fume cupboards - Part 3: Opposite-sided sash fume

cupboards

Contents Page
0= o 3
1 £ o - PSP 4
2 NOIrMAtive refErEeNCEeS ... s s e e mnn e nas 4
3 Terms and defiNitioNS ...t n s n s n s nnnnnnn 4
4 Safety 0bJeCtiVES ...ccceiiiiii i ———————————— 4
5 [ 14 0= 4 £=3 o o £ PP 5
6 = 1= = 5
7 D 7] o | o 5
71 Yo [T =Y .4 L= o 5
7.2 =553 ' 6
8 L o PR 6
8.1 L= o LT =Y 4 =T 0 6
8.2 TESHNG weeeiiie i ————————— 6
9 Fume cupboard air flow indicator ... ——— 6
9.1 LYo [T =Y 4 L= o 6
9.2 =553 ' 6
10 T =Y o = 6
10.1 7= o 1= | 6
10.2 L= Lo 0T {1 6
10.3 ] L= g o= =T o Yo =Y PP 7
1 L LT =Y o P T 11 - 1P 7
12 Marking and 1abelling ... 7
[ZT1 o7 [T Yo | = T o 17/ 8



		2024-04-28T16:13:49+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




