DIN EN ISO 12543-5:2023-12 (E)

Glass in building - Laminated glass and laminated safety glass - Part 5: Dimensions
and edge finishing (ISO 12543-5:2021)

Contents Page
EUropean fOr@WOId ......... ... sen e e s e e e e s e s mn e e e e e e s e e mmne e e eessa s s smmnneeeeesannnsnmnnnnnensaan 3
0T =TT o T o 4
1 S o o o - 5
2 NOIrMAative referenCes ...... . e e e e nen 5
3 Terms and definitioNS ... s anmn e ean 5
4 Dimensions and limit deviations ..o ———————— 5
41 LI 103 1= N 5
411 NOMINAI tRICKNESS ... e s 5
4.1.2 Limit deviation on thiCKNESS ... e e 6
41.3 Measurement of thiCKNESS ... e e 7
4.2 Width, B, and length, H ... s 7
4.21 (€T 3 1= - | 7
4.2.2 Methods of measuring dimensions and SQUArENESS ..........ccccvrimeriiier e —————— 8
4.2.3 Limit deviations on width, B, and length, H ... 8
4.2.4 0 ] =1 PSSR 9
5 [T o o T30 1417 4 1T 10
5.1 7= 5= | 10
5.2 O 1 =Y o [ =SSP 10
5.3 WOrKed @AQGES ......eeiiiiieiiiiiii it e n e nE R nn s 1
5.3.1 ATITiSSEA BAQGE ...eeeiiiiiii i e 1
5.3.2 L7010 T I =Y T = 1
5.3.3 Smooth ground @dge ........ccciiiiiiiiiiiir i ———————————— 1
5.3.4 Polished @dge ......cccciiiiiiiiiiir i ——————— 1
5.3.5 Bevel @AQge ...t ———— 12
5.3.6 RS2 T I T [ R 12
5.3.7 Water jet Cut @dge ... 12
6 =11 1= 12



		2026-06-22T23:59:57+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




