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Agricultural vehicles - Mechanical connections between towed and towing vehicles - 
Dimensions of ball coupling device (80 mm) 
 
 
Contents            Page 
 
 
Foreword  ......................................................................................................................................................... iv 
 
Introduction  ...................................................................................................................................................... v 
 
1 Scope  ............................................................................................................................................... 1 
 
2 Normative reference(s)  .................................................................................................................. 1 
 
3 Termsanddefinitions  ...................................................................................................................... 1 
 
4 Dimensions and marking  .............................................................................................................. 2 
4.1 Dimensions  ..................................................................................................................................... 2 
4.2 Marking  ............................................................................................................................................ 7 
 
5 Location  .......................................................................................................................................... 8 
5.1 General  ............................................................................................................................................ 8 
5.2 Close position version  ................................................................................................................... 8 
5.3 Horizontal adjustable version  ....................................................................................................... 9 
 
6 Vertical load  .................................................................................................................................. 10 
6.1 Maximum static vertical downward load for close position version  ...................................... 10 
6.2 Maximum static vertical downward load for horizontal adjustable version  .......................... 10 
6.3 Uploading  ...................................................................................................................................... 10 
 
Annex A (informative)Examplesofballcouplingtrailershankconfigurationsanddimensions  ................. 11 
 
Annex B (informative) Clearance zones  ...................................................................................................... 15 
 


		2024-05-07T17:42:05+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




