DIN EN 1591-1 Beiblatt 1:2001-10 (E)

Flanges and their joints - Design rules for gasketed circular flange connections -
Background information

Contents Page
I 1417 e T [T 1 e o 4
2 Forces in gasketed JOINtS ... s 6
R € F- 1= =Y o F= 1= e (= o3 oSSR 7
P N 0 1 [oTUTE=1 1o T o T30 o] gl F= T=1 (=] O 9
L 021 Lo U1 P 14 oY 4 F-30 {0 g« o | = 16
L = T3 T o2 T o = 4 =Y | SR 17
7 Elasticity of complete flange ... e 26
8 Limit 10ads Of Shells ... e s e e s e 32
9 Limit loads for complete flange ... ————————————— 43
10 Validity HMIES ...coeiieicieiiciieiicsiressssse e ssssee s s ssssse s ssssss e s ssssms e e s s sms e e sasme e e sesme e e sasaneeesasaneesaasaneessnsaneensnsnneennnsnne 45
Annex A: Conical and spherical shells (uniform wall thickness): verification

Lo =0 Eo (0 TR T (0 ) 51
Annex B: Experimental verification ... e 56
Annex C: Limit load eqUAtIONS ... s s e s smn e e e e s s nmn e e e e e e e nnnn 81
Annex D: Bibliography ... s s s e 85



		2024-05-16T19:22:19+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




