DIN EN ISO 14922:2022-02 (E)

Thermal spraying - Quality requirements for manufacturers of thermal sprayed
coatings (ISO 14922:2021)

Contents Page
[T o oY== 4 T8 o] =NV o o S 3
] =Y T o o Y 4
0 £ Yo 11T o ) o O 5
1 85 o o o - 6
2 Normative referenCes ... e e 6
3 BI04 3= 1 Lo Lo 1= 3 1T 4 T S 6
4 Quality requirements for manufacturers and thermal sprayed coatings ..........ccccecvcerricccennn. 8
41 =Y =T | 8
4.2 Quality requirements for the manufacturer ............ccoo i 8
4.21 (€71 4 =T - T 8
4.2.2 Requirements for the quality assurance -- Selection of the quality assurance level ............. 8
4.3 Selection of the quality requirements for the thermal sprayed coating -- quality

=T LR T=T 4 L= g o F= L= 8
4.31 (7= 4 =T - T 8
4.3.2 Quality requirement class QRC ... ———— 9
4.3.3 Quality requirement class QRC2 .........cccciiiiiiimi i ———— 9
4.3.4 Quality requirement class QRC3 ... ——————— 9
4.4 Selection of the quality requirements for thermal spraying .......cccccceeiviiccccsccerrensccccsseeeeeeenns 9
4.5 Designation of the quality assurance level ... e 9
Annex A (informative) Flow diagram for selection of thermal spraying quality requirements ............. 10

Annex B (normative) Requirements to the factory in accordance with QAL-C, QAL-S, and QAL-E ....12

Annex C (normative) Quality elements and measures covering the quality assurance in
accordance with the comprehensive, standard and elementary requirements .................... 14

7] o1 To T | o 13/ 27



		2024-04-29T13:19:35+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




