ISO 4179:2024-02 (E)

Ductile iron pipes and fittings for pressure and non-pressure pipelines - Cement
mortar lining

Contents Page
0T =TT o iv
1 £ o o o - OSSR 1
2 NOIrMAtiVe refErEeNCES .......ooo i e e mmn e 1
3 Terms and definitioNs ... s 1
4 1B 1= = NS 2
4.1 L0 =T 4 0= 1| 2
4.2 Yo | =T o == 2
4.3 b0 T T 1= 2
44 1o i T S 2
4.5 General requirements for using admixture and additives ..........ccccvieecmrrrcccernrcccer e 3
5 2N o o [T e= Y Lo o J'e 3 N 110115 V' PSS 3
5.1 Condition of interior surface of pipe before application of lining ........ccccccerrrriicccciceeennenccces 3
5.2 1= 40 ToTe a3 = T o o] 1= Lo Y o TSNS 3
5.3 0 T T 3
5.4 85T - 1o Y- | 3
5.5 =Y 0 T T S 4
6 Thickness of lINING .....ccciiiiiiiiii 4
6.1 TRICKNESS reqUIrEMENLS ........oeeee s s 4
6.2 Internal di@meter ... 5
6.3 Minimum internal diameter measurement ... ———————————— 5
6.4 Determination of lining thiCKNESS .......ccccciiriiiicc i s 5
7 Surface condition of hardened liNiNg ... 6
8 Test conditions and performance requirements ...........ccccociiiiiiris e ———— 7
8.1 7= T - N 7
8.2 Yo | =T o - N 7
8.2.1 Check for organic impurities ... —————— 7
8.2.2 Check for silt and Clay .........cccciiiiiiiii e —————————— 8
8.3 Compressive strength of cement mortar lining ..o 8
8.4 Ring bending test for mortar disbonding check ..........cccoroimrrrccmrrccrrrr e 9
8.5 WY o] o == 1= 1 o= o 114113 Ve 9
8.6 Pipes for sewerage applications ..........ccccciiiiiiicccseciiin e 10
Annex A (normative) Quality @SSUraNCe .........ccccciciiiiiiiriiirr e 11
[ T0 o 1 o - o 12



		2024-05-21T10:33:56+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




