DIN EN 15632-4:2022-08 (E)

District heating pipes - Factory made flexible pipe systems - Part 4: Bonded system
with metal service pipes; requirements and test methods

Contents Page
[T o oY== 4 T8 o] =NV o o S 3
L o T 11T o) o S 4
1 £ T o o1 5
2 Normative referenCes ... s 5
3 Terms and definitioNs ... s 6
4 L@ T4=Y = 1] a Vo [ 2o g Lo 110 4 - 6
5 L= o LT =Y 4 =T o NS 6
5.1 General reqUIrEMENTES .......coociccciieiiiiiriiisssc s e s s s s s ssssn s s e e e e s s s s s s ssnms e e e e s essssssanmn e e e e e ensssssnnneennesansssnnnn 6
5.2 Service pipes, fittings and their connections ... ————— 6
5.3 Axial shear strength of the pipe assemblies .........cccociiiiiiciiniicc 8
5.4 Linear water tightness of pipe assemblies ..........ccccvvviiiniinc e —— 8
5.5 T T T 8
5.6 SUrveillance SYSEMS ......cccviiiiiiiiiiirr i ————— 8
6 QLIS A o e =T L1 8
6.1 =Y =T T 8
6.2 Axial shear strength of pipe assemblies .........ccccovreeciiircecir i 8
6.2.1 1671 1= - 1 Y 8
6.2.2 IS5 A o e =T L] SR 9
6.3 LY 1= 5T OSSP 10
6.4 Linear water tightness of pipe assemblies ...........cccviiviiiniinc e —— 11
Annex A (informative) Guideline for testing ........cccccoiriiiiiiiicc e ——————— 12
[ T0 o [T = o 14



		2024-04-27T22:59:14+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




