ISO 11892:2012-03 (E)

Space systems - Subsystems/units to spacecraft interface control document

Contents Page
0T =T o iv
1 £ T o - 1
2 Normative referenCes ... e 1
3 Terms,definitionsandabbreviatedterms ..........ccccccoiiiiiiiecciir e e e 1
31 TermsanddefinitioNs ..o 1
3.2 Abbreviated terms ... —————————————— 2
4 Subsystem to spacecraft ICD ... ss e e ann e e s nnnns 2
4.1 (=Y 0T - 2
4.2 L0 oY= = o T 4
4.3 N o o 1Tz 11 1 3 4
44 = o T 1 4
4.5 Subsystem block diagram ... ———————————— 5
4.6 Subsystem grounding diagram ..o ——————————— 5
4.7 Subsystemoperationalmodedefinition(ifapplicable) .......ccccocrimiiiiccccrcmrrr e 5
4.8 LU Ta T (040 I 3 =T o o [T =T o =) R 5
4.9 Co-axial cable or waveguide ICD (if applicable) .....cccccccvicciiiemriiriiiics e 5
4.10 Wire harness ICD (if applicable) .......ccccciiiiiiiiccireerir e sr e e smnme s 5
5 L0 T 0 I 3 o =1 - 5
5.1 (7= T - 5
5.2 Lo Y= = T 6
5.3 Interface data sheet (IDS) ......ccccvviiiiiniiii s ——————— 7
5.4 Pin assignment table ... —————— 13
5.5 Telemetry command list ... —————— 13
5.6 INPUH/OULPUL CIFCUILS ..o e 13
5.7 (€7 0o 1T aTe [ aTe [ [T | = 11 T 14
5.8 L@ 101 114 T=N e = T 4V SR 14
5.9 Three-dimensional CAD model (if applicable) ... 14
5.10 Non-removal test items (if aPPlICADIE) ....covvriiiiicciiirre s 14
5.1 Related technical documents (if applicable) .......ccccoveccciiiiii e e 14
6 =Y 1= e o 15
6.1 7= T - | 15
6.2 Verificationmethod ... 15
BibliOGrapRy ....oceeeiiiii i 16



		2024-05-29T05:18:19+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




