DIN EN 14771:2023-09 (E)

Bitumen and bituminous binders - Determination of the flexural creep stiffness -
Bending Beam Rheometer (BBR)

Contents Page
EUropean fOr@WORId ............ueiiiiiiiiicccnier s ss s sssne e e e s s s s s s s ssn e e e e e e s e s s sms e e e e eesea s smnneeeeessasssssnnnneenessasssssnnnnnnnnsnnn 3
1 £ o o o - OSSR 5
2 NOIrMAtiVe refErEeNCES .......ooo i e e mmn e 5
3 Terms and definitioNs ... s 5
4 PriNCIPIE .o 6
5 N o o 2= T - 1 0 6
6 Preparation of test SAMPIES ......cooooiicccr e 7
6.1 =Y =T | 7
6.2 Preparation of MOUIAS ... ssn e s s s s smnn e e e e s s e nmne e e e e s s nmnmnnnes 7
6.3 Preparation of test SPECIMEN ...t 8
7 g 0T =Y o 1] - 8
71 L= T U =Y o 1= | S 8
7.2 Deflection in a valid determination ... e 9
8 L0 111 ] 1 ' o N 9
8.1 7= T - N 9
8.2 L= T ] =Y I3 i 4 =T 10
8.3 Calculated StIffNeSS ......ccccoeiiieiii e e 10
8.4 0T - 1T 10
8.5 Validity of the reSuUlts ... s samnn e e e s s e nmnn e e e s 1
9 EXPression Of reSUILS .......cccccciciiiiiiiiicc s ssce s rr s s s e e s s smn e e e e s sa s nmme e e e e e s s nnnne 1
10 = o T3 o o S 1
10.1 Repeatability, I ... ——————— 1
10.2 Reproducibility, R ... e e 11
1 JLICE3 =1 T o T 1
Annex A (informative) Calculation of T (m = 0,300), T (S = 300 MPa) and respective m-value at T (S
=300 IMPQ) ..cooeieceeeeiremreressmreessssmre e esssnne e e sssmn e ss s nn e e sa s nn e e eesane e e enane e e e s ennenensaneeneneanreneeannerensaneneasans 15
Annex B (informative) Calculation Of TC ..o s e am s e e e esnnnn 18
[ T0 o [T o - o 1 19



		2026-07-12T08:17:38+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




