ISO 10405:2000-03 (E)

Petroleum and natural gas industries - Care and use of casing and tubing

Contents Page
0T =T o iv
1 £ T o - 1
2 Normative referenCes ... 1
3 Terms and definitioNs ... 2
4 Running and pulling CASING ......ccuuiiiis s s s ssss s s s s s s s s s s s s s s s s s s s e s e s e e nenenen e e s e nennsssnsnss 2
4.1 Preparation and inspection before running ... 2
4.2 (D14 Ve T o o= L1 T R SR 3
4.3 Stabbing, making up and IOWering ..o ————— 3
44 L =] Lo I 4= 1T T L 4
4.5 Casing [anding ProCedUIe ........cccciriiiiiri s ———— 6
4.6 Care of casing iN hole ... —————————— 6
4.7 Recovery of CasiNg ......cccciiiiiiiiniiii i 6
4.8 Causes of casing trouble ... —————————— 7
5 Running and pulling tubing ... ———— 9
5.1 Preparation and inspection before running ... sccccssecrrr e 9
5.2 Stabbing, making up and IOWEriNg .......cccccciiiiiccciserrieri s s s sssre e s s s s s s sssnne s e s s essnnnns 1
5.3 L= [o g 4 T 1o 1T o 1
5.4 1T o U] o ' 12
5.5 Causes of tubing trouble ... ————————— 13
6 Transportation, handling and storage ............cccoiii s ————_— 14
6.1 TranspPortation ... s e s mnn e e naaan 15
6.2 = 0 T |1 4 15
6.3 o - T 16
7 Inspection and classification of used casing and tubing .........ccccccccmmmiiiincccccccre e 16
71 =Y o = 16
7.2 Inspection and classification procedures .........cccooiiiecciiicriiii s ——— 16
7.3 Pipe wall and threaded-joint conditions ... 17
7.4 SerViCe rating ...ceeiiiciiiiiirr i —————————— 18
8 ReCONItioNING .....ciiiiiiiiiiiii i ———————— 18
9 Field welding of attachments on casing .......cccccccciinii e ——— 18
9.1 = 0T - 18
9.2 Requirements fOr WeldS ........ccciiiiiiiicciicirinr s ssccsssce e s s s s s e s s s s s s s smne e e s e s se s nmmn s e e e nesnnsnnnns 19
9.3 T o =TT 19
9.4 LT T=T g oY = T o =1 [ T ' S 19
9.5 Preparation of base metal ... 19
9.6 Lo =Y ¢ L= T e =T Lo I o'oY 113 V' S 19
9.7 Welding teChNIQUE ... s s s 20
Annex A (informative) Sl UNitS ......ccccoiiiiiiiiinir e ————————— 39



		2024-05-03T00:17:12+0000
	DIN Deutsches Institut fuer Normung e. V.
	Dokument ist zertifiziert




